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A house for many ideas
With their new location, slapa oberholz pszczulny | sop ar-
chitekten created more space for creativity. The building which 
the architecture firm from Düsseldorf uses for itself, has spa-
cious rooms, lounge areas for employees, think tanks for con-
centrated work, a model making with its own workshop and 
an inviting garden.

From the entrance to the meeting rooms, the minimalist, func-
tional track lights type LED-Eris were installed in black and 
white.

In addition, the filigree LED-Linargo is used at the worktables, 
namely in the full width of the desks with lengths of 1.69 and 
3.37 meters. On the one hand, it provides basic lighting, but 
can be flexibly adapted to the respective situation by the sep-
arate switching of direct and indirect light.
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PRODUCTS
Pendant luminaires + spots

SOP ARCHITEKTEN
Düsseldorf
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Products
→	 LED-Linargo 16, pendant luminaire 1,690 mm

→	 LED-Linargo 33, pendant luminaire 3,370 mm

→	 LED-Eris, track lights

→	 LED-Luc 60-1, magnetic spot
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PICTURES LED-LINARGO
direct/indirect separate switch- and dimmable
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LED-LINARGO
Technical specifications

SOP ARCHITEKTEN
Düsseldorf

LED-Linargo
→	 18 units pendant luminaires LED-Linargo »16« 
	 1,690 x 38 x 80 mm (L x W x H)

→	 20 units pendant luminaires LED-Linargo »33« 
	 3,370 x 38 x 80 mm (L x W x H)

→	 Direct/indirect separate switchable, direct part dimmable, 
	 CRI > 85, 143 lm/W, 4,000 K, IP rating IP40; 
	 1,690: direct 51 W, indirect 34 W 
	 3,370: direct 102 W, indirect 85 W

→	 Housing made of aluminium, powder-coated white 
	 according to RAL 9016 semi-matt; opal diffusor made  
	 of satinised PMMA for homogenous light spread
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PICTURES LED-ERIS
Track lights

ADO

©
Pi

ct
ur

es
: T

TC
 T

im
m

le
r T

ec
hn

ol
og

y/
Ph

ot
og

ra
ph

er
: P

et
er

 v
on

 P
ig

ag
e



TRACK LIGHTS + LED-LUC
Technical specifications

LED-Eris
→	 133 units track lights LED-Eris, black,  
	 housing made of aluminium, powder-coated, 
	 36°, 18.5 W, 2,200 lm/840

→	 53 units track lights LED-Eris, white, 
	 housing made of aluminium, powder-coated, 
	 36°, 18.5 W, 2,200 lm/840

LED-Luc
→	 6 units spots LED-Luc 60-1,  
	 housing made of aluminium black anodised, 
	 30°, 9 W, 2,700 K, CRI > 90
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TTC Timmler Technology GmbH
Christian-Schäfer-Straße 8
D-53881 Flamersheim [Cologne/Bonn]
T	 +49 2255 9212-00
F	 +49 2255 9212-99
E	 info@ado-lights.com
I	 www.ado-lights.com
	 www.led-luc.com

®


