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ARCHITECTS
Daniel Libeskind, New York | Bertelsen & Scheving Arkitekter, Copenhagen
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Light welcome

The Danish Jewish Museum in Copenhagen is located in the
historic old building of the former Royal Library on Slotshol-
men, an island in the centre of Copenhagen. The museum,
designed by Daniel Libeskind, was opened in 2004, Historical-
ly preserved on the outside, the interior — similar to the Jewish
Museum in Berlin —is a kind of a labyrinth.

In 2022, a modern entrance area was added to the exterior
of the building, so that visitors can now enter the museum
through the so-called »Library Gardenc.

In order to not destroy the sculptural character of the entrance
building, the lighting was unceremoniously sunk into the
ground. Eight LED light lines were flush-mounted to match the
architecture and supplemented with recessed floor spotlights
for accentuation.

©Pictures: TTC Timmler Technology/Photographer: Hufton + Crow
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LED-LIGHTLINE
Picture, technical drawing + product information

LED-LightLine LLF40.30

- 8 units LED-LightLine LLF40.30, straight version,
in different lengths from 1368 to 4299 mm [see
drawing] and 44 x 70 mm [WxH], aluminium profile, fully
sealed with opaque surface for diffuse light output,
no dark spots at joints, LED White, 3000 K, 19 W/m, IP68
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LED-GROUND LEVEL SPOTS
Picture, technical drawing + product information

LED-Ground Level Spots

- 2 LED-Ground Level Spots
150 x 150 x 120 mm [LxWxH], stainless steel housing for
flush recessed mounting, IP67, LED White, 3000 K,
asymetric mikroprismatic optic for glare-free light output,
DALl dimmable

- 1 LED-Ground Level Spot HL-15 VA
150 x 150 x 120 mm [LxWxH], stainless steel housing for
flush recessed mounting, IP67, LED White, 3000 K,
15° light beam angle, adjustable beam direction,
DALI dimmable
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